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Abstract. Wearing sunglass to hide face from surveillance camera is a common activity in 
criminal incidences. Therefore, sunglass detection from surveillance video has become a 
demanding issue in automation of security systems. In this paper we propose an image 
processing method to detect sunglass from surveillance images. Specifically, a unique feature 
using facial height and width has been employed to identify the covered region of the face. The 
presence of covered area by sunglass is evaluated using facial height-width ratio. Threshold 
value of covered area percentage is used to classify the glass wearing face. Two different types 
of glasses have been considered i.e. eye glass and sunglass. The results of this study 
demonstrate that the proposed method is able to detect sunglasses in two different illumination 
conditions such as, room illumination as well as in the presence of sunlight. In addition, due to 
the multi-level checking in facial region, this method has 100% accuracy of detecting sunglass. 
However, in an exceptional case where fabric surrounding the face has similar color as skin, 
the correct detection rate was found 93.33% for eye glass. 
 
1.  Introduction 
With the flourishing advances in autonomous systems, video surveillance cameras integrated with 
image processing techniques are replacing human operators. These automatic video surveillance 
cameras have been used to detect suspicious persons, their appearance, and their activity in mass 
gathering places such as shopping malls, airports, rail stations and automated teller machines etc. One 
of the most important detection in suspicious persons’ appearance is detection of sunglasses. 
Committing crime by wearing sunglass is very common, as it is one of the most available accessories 
to cover face. Therefore, various existing approaches [1-4] attempted to detect sunglass using video 
surveillance. The algorithm in [1] made use of facial components (eye, nose, mouth) feature to detect 
face covered by sunglasses. The facial components were identified using Viola Jones face detector and 
then SVM classifier was used to verify if the detected regions are covered by sunglass. However, the 
method in [1] failed to detect eye shaped sunglasses and reflecting surface of sunglasses, since the 
facial component detector used in the algorithm misguidedly detect these scenario as eye location [5]. 
The algorithm in [2] detected facial components using Gabor features and verified the presence of 
occlusion by sunglass using SVM. The use of Gabor features incurs high computational complexity, 
since Gabor feature is high dimensional and also needs additional dimensionality reduction scheme 
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[6]. Furthermore, [3] proposed another method using both elliptic face shape feature and skin color 
feature of face for sunglass detection. The algorithm detected head using a head-shoulder template and 
then detected face using ellipse fitting method [7]. In addition, [3] applied thresholding classification 
approach using skin color area ratio (SCAR) value of eye area to verify the presence of sunglasses. 
However, the head-shoulder template assumption is adopted from the experience of craftsmanship and 
not from an established theory or experiment [8]. In addition, the use of ellipse fitting algorithm in this 
approach requires redundant edge points’ calculation through iterations and thus, suffers from high 
computational complexity. Similar to the approach of [3], the algorithm in [4] also utilized elliptic 
shape and skin color. In addition, the algorithm made use of Omega shape and face templates. The 
algorithm determined the exact head region by an energy-based algorithm and ellipse fitting. Then, the 
algorithm optimally approximates the Omega shape formed by the head and shoulder with a Gaussian 
function. An elliptical head tracker was used to match the head region. At the end, the method 
integrated two classifiers for verification. The classifiers were based on SCAR value and face 
template. However, this technique gives in general decision such as “normal” and “abnormal” for 
faces covered with different accessories. The algorithm does not give specific decision on detection of 
covered area by sunglass. In addition, this method requires a huge amount of mathematical 
computations.   
From the above discussion it can be summarized that there are a number of limitations in the 
previous sunglass detection algorithms such as, erroneous detection of eye location, bulk and complex 
mathematical computations and unspecified or in general decision regarding covered area. To alleviate 
these problems, this study proposes a sunglass detection algorithm for video surveillance camera. The 
proposed algorithm utilizes skin color, elliptic face shape and facial height-width ratio(  ) feature of 
face. Note that,  has been found as a unique feature and can be calculated by equation (1) [9].  
13  WH      (1) 
where W and H represent the facial width and height, respectively as shown in figure 1. In addition it 
has been found that, value of  varies within a range of 1.44 and 2.12 for different races of people 
[10,11]. Furthermore, in our previous study, behavior of   value for different nature of covered faces 
(e.g. uncover, middle portion cover, lower half cover, upper half cover face) was analyzed [12]. The 
analysis showed that, the range, 12.244.1   holds for uncover and middle portion covered faces 
 
 
 
 
 
 
 
 
 
Figure 1. (a) Uncover (b) middle portion cover. 
 
as shown in figure 1. Consequently, other nature of covered faces exceeds the range
12.244.1   . It is important to note that, the nature of sunglass covered face is considered as 
middle portion covered. By employing three facial features, the proposed algorithm requires only four 
edge points (top most, bottom most, left most and right most point) around facial region to evaluate 
presence of a sunglass. Thus the proposed method can avoid complex computation for redundant 
edge-points extraction of ellipse fitting method. Moreover, the algorithm includes two inspection 
levels to assure specific location and detection of sunglass.  Also, the multilevel inspection involves 
less complex mathematical derivations and thresholding classification approach using covered area 
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percentage (CAP). The threshold value of CAP has been validated in terms of Average-Max-Min 
chart. Performance of the proposed method has been demonstrated in terms of correct detection rate. 
The correct detection rate is determined using equation (2) similar to [13]. 
100  


incorrectcorrect
correct
NN
N
RateDetectionCorrect    (2) 
where Ncorrect is number of correctly detecting a case and Nincorrect is number of incorrectly detecting the 
case. 
The rest of the article is organized as follows. Section 2 presents the step by step description of 
proposed algorithm. Description of experiment including data acquisition process, experiment 
demonstration and discussion on result are presented in Section 3. Finally some concluding remarks 
have been given in Section 4. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 2. Flow chart of the algorithm. 
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2.  Proposed Algorithm 
Figure 2 illustrates the flow chart of the proposed algorithm that includes three phases; (i) image 
preprocessing, (ii) facial region extraction and (iii) sunglass detection. Size and illumination of input 
image will be normalized and reduced in the first phase. Next, facial region will be extracted using 
skin color information in the second phase. Finally, sunglass will be detected using the  feature and 
the area of covered face. Specifically, this phase employs two inspection levels. The first inspection 
level checks for the presence of middle portion covered area using   range. If the face image passes 
the first inspection with  range, the proposed method extracts the covered area using morphological 
closing and estimates the percentage of covered area. Finally, the face image experience the second 
inspection level using covered area percentage value to give decision for sunglass detection. Each step 
of the flow chart is described in details in the following subsections. 
2.1.  Image preprocessing 
The input RGB images are size normalized by down sampling the original size of input image to 
250x250 pixel using MATLAB function imresize(). Facial region is detected using skin color 
information in YCbCr color space, since using skin color information in YCbCr is an effective 
approach to detect facial region [14,15]. Note that, influence of illumination causes noise during image 
conversion process. Furthermore, the performance of the skin pixel classification can be improved by 
applying color correction process [14]. Therefore, the input RGB image is illumination compensated 
by using Gray world algorithm [16] prior to converting into YCbCr.  
2.2.  Facial region extraction 
Skin pixel classification is performed applying thresholding approach on pixel values. Threshold value 
range for Cb and Cr is defined as Cb= [77 127] and Cr= [133 173]. This range has been found to be 
robust against different skin tone and under influence of fabric color in our previous article [17]. The 
facial region is extracted in the form of a binary image, 
faceB , with skin color pixel as 1(white). Then, 
the
faceB is further processed to detect sunglass. 
2.3.  Detection of sunglasses  
In the proposed algorithm, the area of facial region is calculated and denoted as 
faceArea , with the 
total number of 1 (white) pixel in 
faceB . Following the previous studies, the method considers the 
facial region extracted using skin color as elliptical shape. Then the algorithm determines four points, 
i.e. the top most point intpoT  , the bottom most point intpoB , the left most point intpoL  and the right 
most point intpoR , from the facial region in faceB . The algorithm calculates Euclidean distance for 
),( intint popo BTd  
and ),( intint popo RLd . The method considers ),( intint popo BTd and ),( intint popo RLd as 
facial region’s height H and width W , respectively. The method is also used to calculate the   
according to Equation 1 using the determined facial region’s width W and height H . The algorithm 
verifies the calculated   by checking its range to specify the nature of covered face. If the calculated 
  value is found within the range 12.244.1   then the face image is either uncover or middle 
portion cover. The algorithm then further evaluates the facial region to detect sunglass. The algorithm 
applies morphological closing operation on 
faceB  to fill in the gaps in facial region. To preserve the 
circular nature of face shape and to fill in the largest gap inside the face the algorithm uses a disk 
shape structuring element of radius of 25 pixels for morphological closing. The covered region is 
extracted by subtracting
faceB from the morphologically closed image. The extracted region is 
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presented as 1 (white) pixel in the resultant image of subtraction operation. The noise is removed from 
the resultant image using bwareaopen() function of MATLAB to eliminate the extra pixels from the 
image after introducing morphological closing. The area of covered region, crArea  is calculated with 
the number of 1 (white) pixels of extracted covered region. The covered area percentage (CAP) is 
obtained using equation (3). 
100))(( 1  facecrcr AreaAreaAreaCAP    (3) 
If the estimated covered area percentage is %10CAP (threshold), it is considered that sunglass is 
detected. This threshold value is proven, in our experiments, to be optimal for distinguishing among 
uncover face, eyeglasses and sunglasses wearing faces. 
 
Table 1. Summary of Dataset. 
Cases  Lens color Frame color No of images 
Uncover face NA NA 90 
Eyeglasses wearing face Transparent Transparent, Black, Brown, 
Blue  
90 
Sunglasses wearing face Black, Brown, Blue Black, Grey, Brown, Blue 90 
                                                                                                   Total images = 270 
3.  Experiment Design 
3.1.  Data acquisition  
To conduct an experiment in a practical scenario we have constructed a dataset as shown in table 1. As 
shown in the table, three face covering cases are considered; (i) uncover face (ii) eyeglasses wearing 
face (iii) sunglasses wearing face. The lenses of the eyeglasses are transparent in color with different 
colored frames such as transparent, black, brown and blue. The lenses and frames of the sunglasses are 
mostly black, grey, brown and blue. In this experiment 270 images (90 images per case) were from 30 
subjects (15 male and 15 female). Note that, indoor environment with two illumination conditions 
were considered; (i) room illumination and (ii) room illumination in the presence of sunlight (window 
side). The images are taken in three sessions; (i) session 1: Morning (8.00 am-10.00 am) (ii) session 
2:Mid-day (12.00 am-2.00pm) and (iii) session 3: Afternoon (4.00pm-6.00pm). The subjects are 
instructed to sit on a chair which was placed in front of a wall white background. In addition, the 
subjects had to keep their back upright and face straight. We set the camera on a tripod, which is 
placed at a distance of 2 feet from the subject. Only frontal face of the subject has been captured. 
Since the proposed method down sample the images to 250x250 pixels, the method is independent to 
the camera resolution. The images are captured using a 5MP camera. The experiment data was 
analyzed with MATLABR2014a software in an Intel(R) Core(TM)i5-2400CPU, 3.10GHz computer. 
Some sample images of three cases are given in figure 3. 
 
 
 
 
 
 
 
Figure 3. Sample images of dataset captured under different illumination and session (a)-(b) uncover 
face (c)-(d) two types of eyeglasses wearing face (e)-(f) two types of sunglasses wearing face. 
 
(a) (b) (c) (d) (f)(e)
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3.2.  Experiment demonstration 
This sub-section presents demonstration of the proposed algorithm on the sample images of three 
cases. A message box is used to show the detection result in terms of the   value estimation, covered 
area percentage estimation and the status according to the estimation. Figure 4 and figure 5 show the 
cases of uncover and eyeglasses wearing face, respectively. Both the cases are detected as “No 
Sunglass”. For both cases   value is within the range 12.244.1   , but the covered area 
percentage (CAP) is below threshold 10%. Figure 6 shows the case of sunglasses wearing face and the 
case is detected as “Sunglass detected”. In this case,   value is within the range 12.244.1     
as well as the CAP is greater than the threshold 10%. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 4. Application of proposed algorithm on Uncover facial case (a) input RGB image (b) 
illumination compensation (c) skin pixel (blue) in YCbCr color space (d) extracted facial region (e) 
top, bottom, left and right most point determination and   calculation (f) morphologically closed 
image (g) extracted covered area after image subtraction (h) covered area after noise removal (i) 
result: “No Sunglass” (right detection) since  value is within the range 12.244.1    and 
CAP< 10%. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5. Application of proposed algorithm on Eyeglasses wearing facial case (a) input RGB image 
(b) illumination compensation (c) skin pixel (blue) in YCbCr color space (d) extracted facial region 
(e) top, bottom, left and right most point determination and   calculation (f) morphologically closed 
 
(a) (b) (c) (d)
(f) (g) (h) (i)
(e)
 
(a) (b) (c) (d)
(f) (g) (h) (i)
(e)
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image (g) extracted covered area after image subtraction (h) covered area after noise removal (i) 
result: “No Sunglass” (right detection) since   value is within the range 12.244.1    and 
CAP< 10%. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 6. Application of proposed algorithm on Sunglasses wearing facial case (a) input RGB image 
(b) illumination compensation (c) skin pixel (blue) in YCbCr color space (d) extracted facial region 
(e) top, bottom, left and right most point determination and  calculation (f) morphologically closed 
image (g) extracted covered area after image subtraction (h) covered area after noise removal (i) 
result: “Sunglass detected” (right detection) since  value is within the range 12.244.1    and 
CAP> 10%. 
3.3.  Discussion on experiment results 
The experiment evaluates CAP value for the total 270 images of three facial cases including 90 
uncover face, 90 eyeglasses face and 90 sunglasses face. An Average-Max-Min chart has been 
presented in figure 7. As demonstrated in the figure, the average CAP value for uncover, eyeglasses 
face and sunglasses face are 2.32%, 4.47% and 16.53%, respectively. From this result it is evident 
that, average CAP value for sunglass wearing faces is much higher than that of uncovered and 
eyeglasses wearing faces. Moreover, the CAP value ranges from around 1% to 3% for uncover face, 
2% to 6.5% for eyeglasses faces and 10% to 18.5% for sunglass wearing faces. This implies that, for 
both uncover and eyeglasses face the CAP value remains less than 6.5%. On the other hand, the CAP 
value of sunglasses wearing faces is greater than 10%.  
One of the reasons behind the high CAP for sunglass and low CAP for eyeglasses is the lens and 
frame color. Although the lenses of eyeglasses are transparent, the frames are in different color i.e. 
transparent, black, brown and blue. As a result the algorithm can easily detect skin color pixel through 
the transparent lens. In addition, the algorithm detects only the small area of dark colored frame as 
covered and hence the CAP is lower for eyeglasses face. The explanation is justified by the experiment 
demonstration given in figure 5. On the other hand, the lens and frame color of sunglasses are black, 
grey, brown and blue. Therefore, the algorithm cannot detect skin color pixel through the dark colored 
lens and detects a wider area as covered. This results in the higher CAP value for sunglass wearing 
faces. The explanation is justified by the experiment demonstration given in figure 6. Therefore, the 
algorithm detects a facial case with   value ranging between 12.244.1    as “Sunglass 
detected”, when the algorithm also find CAP value greater than 10% for the facial case.  
The proposed algorithm achieves 100% correct detection rate for sunglass detection with the above 
conditions. Figure 8 demonstrates correct detection performance of the proposed method. As depicted 
in the figure, the correct detection rate for uncover face and eyeglass wearing face is 93.33%. Due to 
some rare facial cases, where hijab fabric color surrounding the face is similar to the skin tone, the 
 
(a) (b) (c) (d)
(f) (g) (h) (i)
(e)
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hijab is misdirected as face area [17]. Therefore, the elliptical shape of extracted facial region becomes 
distorted. This leads to a misapprehend  value and thus, the facial case is discarded during  value 
checking. However, according to our previous study [17], this limitation can be addressed by 
analyzing influence of different shades of hijab/niqab fabric color on skin and non-skin pixel 
classification and, by designing a uniform color component thresholding approach which is robust 
against fabric color influence. In addition, the proposed method is experimented with uniform 
background in the present study. Future research will be carried out for outdoor dynamic environment. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 7. Average-Max-Min chart plot of covered area percentage (CAP) value for all the images of 
three facial cases. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 8. Correct detection performance of the proposed method. 
 
4.  Conclusion 
In this paper sunglass detection method has been proposed for automation of surveillance camera.  
Covered area of face was calculated using a novel facial geometry called height-width ratio. The 
experiment was conducted in practical scenario of both room illumination and in the presence of 
sunlight. The result of the experiment revealed that, the sunglass can be detected in both scenarios. In 
addition, due to the multi-level checking on facial area, the proposed method can differentiate normal 
eye glass and sunglass with high detection accuracy of 93.33% and 100%, respectively. A variety of 
shapes for sunglass frame will be considered in future study. In addition, future research will embark 
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on fixing the limitation of misapprehended  value due to similarity of hijab fabric color and skin tone 
of the face.  
 
Acknowledgement  
This research was supported by Universiti Malaysia Pahang (UMP) research grant scheme (No. RDU 
1703256)  
References 
[1]  Jae Kyu S, Eum S, Gi H, Li G, Kim G, Kim J 2012 Recognizability assessment of facial images 
for automated teller machine applications Pattern Recognit. 45.5 1899–1914.  
[2]  Min R, Hadid A, Jean-Luc D 2014 Efficient Detection of Occlusion prior to Robust Face 
Recognition. Sci World J.  
[3]  Kim G, Suhr JK, Jung HG, Jaihie K 2010 Face Occlusion Detection by using B-spline Active 
Contour and Skin Color Information. In: In Control Automation Robotics & Vision (ICARCV), 
2010 11th International Conference on IEEE pp 627–632.  
[4]  Zhang T, Li J, Jia W, Sun J, Yang H 2017 Fast and robust occluded face detection in ATM 
surveillance Pattern Recognit Let. 
[5]  Eum S, Suhr JK, Kim J 2011 Face recognizability evaluation for ATM applications with 
exceptional occlusion handling. In: Computer Vision and Pattern Recognition Workshops 
(CVPRW), 2011 IEEE Computer Society Conference on IEEE pp 82–89.  
[6]  Yan H, Wang P, Chen WD, Liu. J 2015 Face Recognition Based on Gabor Wavelet Transform 
and Modular 2DPCA In: In International Conference on Power Electronics and Energy 
Engineering (PEEE 2015) pp 245–248.  
[7]  Halır R, Flusser J 1998 Numerically stable direct least squares fitting of ellipses In: In Proc 6th 
International Conference in Central Europe on Computer Graphics and Visualization WSCG 
pp 125–132.  
[8]  Xia Y, Zhang B, Coenen F 2015 Face Occlusion Detection Based on Multi-task Convolution 
Neural Network. Fuzzy Syst Knowl Discov (FSKD) 12th Int Conf on IEEE pp 375–379.  
[9]  Prendergast PM 2012 Facial Proportions Adv Surg Facial Rejuvenation (Springer Berlin 
Heidelberg) pp 15–22.  
[10]  Bird BM, Cid VS, Geniole SN, Welker KM, Zilioli S, Maestripieri D, et al 2016 Evolution and 
Human Behavior Does the facial width-to-height ratio map onto variability in men’s 
testosterone concentrations ? Evol Hum Behav. 37.5 392–398.  
[11]  Mccormick CM, Carre JM 2008 In your face : facial metrics predict aggressive behaviour in the 
laboratory and in varsity and professional hockey players. Proc R Soc London B Biol Sci. vol 
275.1651 pp 2651–2656.  
[12]  Sikandar T, Ghazali KH, Rabbi MF 2017 Covered Face Detection with Facial Width-to-Height 
Ratio for ATM Surveillance Camera Image Vis Comput.under review  
[13]  Yi M 2011 Abnormal Event Detection Method for ATM Video and Its Application. Adv Res 
Comput Educ Simul Model 186–192.  
[14]  Kakumanu P, Makrogiannis S, Bourbakis N 2007 A survey of skin-color modeling and detection 
methods. Pattern Recognit. 40.3 1106–1122.  
[15]  Basha K, Ganesan P, Kalist V, Sathish BS, Mary JM 2015 Comparative Study of Skin Color 
Detection and Segmentation in HSV and YCbCr Color Space Procedia - Procedia Comput Sci. 
vol 57 pp 41–48.  
[16]   Kovac J, Peer P, Solina F 2003 Human skin color clustering for face detection IEEE pp 144-148. 
[17]  Sikandar T, Ghazali KH, Mohd II, Rabbi MF. Skin Color Pixel Classification for Face Detection 
with Hijab and Niqab 2017 In: ICISPC 2017 Proceedings of the International Conference on 
Imaging, Signal Processing and Communication (ACM New York, NY, USA ©2017) pp 1–4.  
 
